
VX FITTINGS FOR POLYETHYLENE PIPES

015 Straight male connector

SUITABLE FOR THE USE WITH HIGH AND LOW DENSITY POLYETHYLENE PIPES

SIZE CODE PACKING

1/2"x20 0150012020 20/240

3/4"x25 0150034025 15/180

1"x32 0150100032 12/108

1"1/4x40 0150114040 6/54

1"1/2x50 0150112050 4/32

2"x63 0150200063 2/12

CERTIFICATIONS

TECHNICAL SPECIFICATIONS
Minimum and maximum working temperatures: -20°C, 110°C (in absence of steam).

Nominal pressure: 25 bar.

Male threads ISO 7/1 (equivalent to DIN EN 10226-1 and BS EN 10226-1).

OVERALL DIMENSIONS
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1/2"x20 3/4"x25 1"x32 1"1/4x40 1"1/2x50 2"x63
DN 15 20 25 32 40 50

A 34 40 50 61 71 89

B 27 33 40 50 60 75

C 43 48 54,5 62,5 67,5 89

E 15 16,5 19 21,5 21,5 26

MATERIALS

POS. DESCRIPTION N. MATERIAL

1 Body 1 Brass CW617N

2 Liner 1 Stainless steel AISI 304

3 O-ring 1 NBR

4 O-Ring pushing washer 1 Stainless steel AISI 304

5 Fastening ring 1 Nickel-plated brass CW617N

6 Tightening nut 1 Brass CW617N
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INSTRUCTIONS
INSTALLATION

COUPLING COMBINATION 4” X 110mm


