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05 INSULATION RESISTANCE 1000 MEG OHM MIN.
06 DIELECTRIC STRENGTH AC 650 V
07 CONTACT RESISTANCE 30MILLI OHM MAX.
08 CURRENT RATING 3 A
09 OPERATING TEMPERATURE -25°C TO +105°C

H H

1 865

G

D

E

F

A

TOLERANCES (UNLESS OTHERWISE SPECIFIED):
n.X ±0.25 ● n.nX ±0.15

FURTHER TESTING INFORMATION

MM
TOPIC:

FIRST RELEASE
NAME: UNIT:

1 of 1 ROHS

REVISION:

2
3
4

谭 振 伟

HTTP://WWW.GSN.CN.COM
GSN ELECTRONICS PTE LTD ©

MINI JUMPER, PITCH 2.00, 
CLOSE TYPE

A
TE

C
H

N
IC

A
L 

 D
R

A
W

IN
G

61S-1790

6 7
FURTHER DOCUMENTATION

TE
ST

IN
G

  &
  D

O
C

U
M

EN
TA

TI
O

NCONTACT MATERIAL
5

BODY MATERIAL & COLOR
FLAMMABILITY
CONTACT PLATING

PBT, GF30%, BLACK
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PHOSPHOR BRONZE
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